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140 cm: 2490-60122
170 cm: 2495-60122

140 cm: 2490-66284
170 cm: 2495-66284

140 cm: 2490-60123
170 cm: 2495-60123

140 cm: 2490-60124
170 cm: 2495-60124

140 cm: 2490-60999
170 cm: 2495-60999

140 cm: 2490-61317
170 cm: 2495-61317

P21y

140 cm: 2490-61180

140 cm: 2490-62156
170 cm: 2495-62156

140 cm: 2490-62057

140 cm: 2490-63098

140 cm: 2490-64207

140 cm: 2490-61182

140 cm: 2490-64208

All colours are available in width 140 cm/55". 15 colours are also available in width 170 cm/67".

Contact customer service for other colours.



140 cm: 2490-63153
170 cm: 2495-63153

140 cm: 2490-66184
170 cm: 2495-66184

140 cm: 2490-64210
170 cm: 2495-64210

140 cm: 2490-66185

140 cm: 2490-64211 140 cm: 2490-66182 140 cm: 2490-66183
170 cm: 2495-66183

140 cm: 2490-64209 140 cm: 2490-66286 140 cm: 2490-66186

All colours are available in width 140 cm/55". 15 colours are also available in width 170 cm/67".
Contact customer service for other colours.



140 cm: 2490-68261
170 cm: 2495-68261

140 cm: 2490-67089 140 cm: 2490-62092
170 cm: 2495-67089 170 cm: 2495-62092

140 cm: 2490-61179
170 cm: 2495-61179

140 cm: 2490-67090

140 cm: 2490-68205 140 cm: 2490-68207 140 cm: 2490-68261
170 cm: 2495-68261

140 cm: 2490-68264 140 cm: 2490-68206 140 cm: 2490-68277

All colours are available in width 140 cm/55". 15 colours are also available in width 170 cm/67".
Contact customer service for other colours.
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Please be aware that the PDF colour shades can appear different from the real fabric colours.
We advise you to request actual fabric samples before ordering.
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https://www.gabrielfabrics.com/products/panel-and-screen/tonal/53724

TONAL

COLOUR 2495-61317

Please be aware that the colour shades can appear
different from the real fabric colours. We advise you

to request actual fabric samples before ordering.

PRODUCT SPECIFICATIONS

CHARACTERISTICS

Design no.
2490 / 2495 — Tonal

Application

COLOUR SCALE

Design no. 2490 Tonal (140 cm/55") is available in 36 colours

Discontinued colours

Design no. 2495 Tonal (170 cm/67") is available in 15 colours

Tonal is made from 100% recycled post-consumer polyester and with the
addition of 11 new colours (2024), Tonal now provides an even broader
palette, designed to meet demands for lighter, neutral tones that fit
seamlessly info a variety of inferior styles. Its cross-functional design
makes it the perfect fabric for both seating and screens, offering a
cohesive look across different applications. Additionally, the fabric’s multi-
dimensional texture adds visual depth, balancing simplicity with subtle
sophistication, making it both engaging and functional. Specified colours
in width 140 cm/55" can also be produced in 1770 cm/67". Please contfact

customer service for more information.

100% recyclable polyester

Meets Mébelfakta requirements

Design and colours are developed by Cenk Kivrikoglu

STA:IODC.’ARD m
PERFORMANCE
Abrasion

100,000 — rubs martindale (EN ISO 12947-2)



Upholstery 100,000 — double rubs wyzenbeek (ASTM D4157) (heavy duty
Panel upholstery)
Screen Pilling

- 4-5 — scale 1-5, max. 5 (EN 1SO 12945-2)
Composition

100% Post-consumer recycled polyester Light fastness
Weight 6-8 — scale 1-8, max. 8 (EN ISO 105-B02)
2490: 315 g/lm — 10.16 oz/lin.yd Rubbing fastness dry/wet
2495: 385 g/Im — 12.42 oz/linyd 4-5/4-5 — scale 1-5, max. 5 (EN ISO 105x12)
Width FLAMMABILITY
2490: 140 cm — 55 inches
2495:170 cm — 67 inches Certificates
BS EN 1021-1 Cigarette
US ACT BS EN 1021 1&2 Cigarette and Match
Pass BS 476 Part 7 class 1
ASTM D4157-07 Wyz abrasion (heavy duty) 100k DIN EN 13501-1 B-s1,d0(glued)
~k ASTM D3511 Pilling CATB 117-2013
Y€ AATCC 16 Light fastness ASTM E 84 Class 1(Adhered)
* AATCC 16 Light fastness ASTM E 84 Class 1(Unadhered)
’ AATCC 8 or 116 Dry/wet crocking BS 5852 Crib 5 (option flame retardant)

’ AATCC 8 or 116 Dry/wet crocking

Will also pass other flammability standards. Flame retardant
# CATB 17-2013 performance is dependent upon the foam used. Contains no
d ASTM E 84 Class 1(Adhered) flame retardant chemicals.

# ASTM E 84 Class 1(Unadhered)

Abrasion test results exceeding ACT Performance Guidelines

are not an indicator of product lifespan

CERTIFICATES

ACOUSTIC TEST AIR FLOW RESISTANCE

Test Condition No. Date Download
EN 29053 & ISO 9053-1 (airflow resistance) M104146/49 07 Mar PDF
2019

ABRASION RESISTANCE

Test Condition No. Date Download
BS EN ISO 12947-2/14465 In accordance with EN 14465 98179 11Jun 2018 PDF
ASTM D4157-07 Wyz abrasion (heavy duty) 3-25917-2 10 May PDFE

100k 2018

PILLING

Test Condition No. Date Download
BS EN ISO 12945-2 98179 11Jun 2018 PDE
ASTM D3511 Pilling 3-25925-1 09 May PDFE

2018


https://www.gabrielfabrics.com/productmedia/zb0o1e4a/tonal-act-wyz-abrasion-100k-60122-100518.pdf
https://www.gabrielfabrics.com/productmedia/yhoh2q44/tonal-act-pilling-45-60124-090518.pdf
https://www.gabrielfabrics.com/productmedia/xzunvozv/tonal-act-light-45-68207-160518.pdf
https://www.gabrielfabrics.com/productmedia/2i2dpiqo/tonal-act-light-5-10-col-190624.pdf
https://www.gabrielfabrics.com/productmedia/2h2hkobj/tonal-act-crocking-45-66181-090518.pdf
https://www.gabrielfabrics.com/productmedia/etrfgn0l/tonal-act-crocking-5-10-col-040724.pdf
https://www.gabrielfabrics.com/productmedia/sh1nuery/tonal-act-ca-tb-117-2013-60122-080518.pdf
https://www.gabrielfabrics.com/productmedia/erkir1s3/tonal-act-astm-e84-adhered-pass-class-1-011024.pdf
https://www.gabrielfabrics.com/productmedia/xxhnvwpz/tonal-act-astm-e84-class-l-60122-100518.pdf
https://www.gabrielfabrics.com/productmedia/aeuehgby/tonal-en-1021-1-20-22-kg-non-fr-pass-150618.pdf
https://www.gabrielfabrics.com/productmedia/aeuehgby/tonal-en-1021-1-20-22-kg-non-fr-pass-150618.pdf
https://www.gabrielfabrics.com/productmedia/dvdc4c15/tonal-en-1021-1-2-35-kg-cmhr-pass-080618.pdf
https://www.gabrielfabrics.com/productmedia/dvdc4c15/tonal-en-1021-1-2-35-kg-cmhr-pass-080618.pdf
https://www.gabrielfabrics.com/productmedia/omcbuf1l/tonal-bs-476-7-class-1y-080618.pdf
https://www.gabrielfabrics.com/productmedia/omcbuf1l/tonal-bs-476-7-class-1y-080618.pdf
https://www.gabrielfabrics.com/productmedia/fqlb0hge/tonal-en-13501-b-s1-d0-certificate-250621.pdf
https://www.gabrielfabrics.com/productmedia/fqlb0hge/tonal-en-13501-b-s1-d0-certificate-250621.pdf
https://www.gabrielfabrics.com/productmedia/sh1nuery/tonal-act-ca-tb-117-2013-60122-080518.pdf
https://www.gabrielfabrics.com/productmedia/sh1nuery/tonal-act-ca-tb-117-2013-60122-080518.pdf
https://www.gabrielfabrics.com/productmedia/erkir1s3/tonal-act-astm-e84-adhered-pass-class-1-011024.pdf
https://www.gabrielfabrics.com/productmedia/erkir1s3/tonal-act-astm-e84-adhered-pass-class-1-011024.pdf
https://www.gabrielfabrics.com/productmedia/xxhnvwpz/tonal-act-astm-e84-class-l-60122-100518.pdf
https://www.gabrielfabrics.com/productmedia/xxhnvwpz/tonal-act-astm-e84-class-l-60122-100518.pdf
https://www.gabrielfabrics.com/productmedia/4vkn5puz/tonal-fr-bs-5852-crib-5-35-kg-cmhr-pass-101224.pdf
https://www.gabrielfabrics.com/productmedia/4vkn5puz/tonal-fr-bs-5852-crib-5-35-kg-cmhr-pass-101224.pdf
https://www.gabrielfabrics.com/productmedia/oohfecea/tonal-iso-9053-1-acoustic-test-248-pa-sm-03072019.pdf
https://www.gabrielfabrics.com/productmedia/q5in3iwe/tonal-abrasion-100k-pilling-4-5-seam-4-light-7-8-rubbing-5-64211-110618.pdf
https://www.gabrielfabrics.com/productmedia/zb0o1e4a/tonal-act-wyz-abrasion-100k-60122-100518.pdf
https://www.gabrielfabrics.com/productmedia/q5in3iwe/tonal-abrasion-100k-pilling-4-5-seam-4-light-7-8-rubbing-5-64211-110618.pdf
https://www.gabrielfabrics.com/productmedia/yhoh2q44/tonal-act-pilling-45-60124-090518.pdf

ACOUSTIC TEST AIR FLOW RESISTANCE

COLOUR FASTNESS TO LIGHT

Test

BS EN ISO 105 B02 Method 2

BS EN ISO 105 B02 Method 2

AATCC 16 Light fastness

AATCC 16 Light fastness

DRY AND WET RUBBING/CROCKING

Test

BS EN ISO 105-X12 Rubbing dry/wet

BS EN ISO 105-X12 Rubbing dry/wet

AATCC 8 or 116 Dry/wet crocking

AATCC 8 or 116 Dry/wet crocking

SEAM SLIPPAGE

Test

ASTM D4034 Yarn slippage at a sewn
seam

BS EN ISO 13936-2

BREAKING FORCE
Test

ASTM D5034 Breaking force

COLOUR FASTNESS TO PERSPIRATION

Test

AATCC 15 Perspiration

BS EN ISO 105-E04

FLAMMABILITY
Test

BS EN 1021-1 Cigarette

Condition

Condition

Condition

Condition

Condition

Condition

20-22 kg/m3 non-fire retardant

polyurethane foam

No.

99431

2024AN1322

3-25914-0

2024AN1322

No.

99431

2024AN1590

3-25911-1

2024AN1590

No.

3-25917-4

98179

No.

3-25917-5

No.

3-25917-8

98174-02

No.

99542

Date

09 Jul
2018

19 Jun
2024

16 May
2018

19 Jun
2024

Date

09 Jul
2018

04 Jul
2024

09 May
2018

04 Jul
2024

Date

09 May
2018

11 Jun 2018

Date

09 May
2018

Date

08 May
2018

11 Jun 2018

Date

15 Jun
2018
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Download
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Download
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Download
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Download
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Download

PDF


https://www.gabrielfabrics.com/productmedia/xokjtt5m/tonal-light-5-8-rubbing-4-5-12-colours-090718.pdf
https://www.gabrielfabrics.com/productmedia/ghliywml/tonal-light-7-8-10-col-190624.pdf
https://www.gabrielfabrics.com/productmedia/xzunvozv/tonal-act-light-45-68207-160518.pdf
https://www.gabrielfabrics.com/productmedia/2i2dpiqo/tonal-act-light-5-10-col-190624.pdf
https://www.gabrielfabrics.com/productmedia/xokjtt5m/tonal-light-5-8-rubbing-4-5-12-colours-090718.pdf
https://www.gabrielfabrics.com/productmedia/ujvkby42/tonal-rubbing-4-5-10-col-040724.pdf
https://www.gabrielfabrics.com/productmedia/2h2hkobj/tonal-act-crocking-45-66181-090518.pdf
https://www.gabrielfabrics.com/productmedia/etrfgn0l/tonal-act-crocking-5-10-col-040724.pdf
https://www.gabrielfabrics.com/productmedia/gfrl5ozy/tonal-act-astm-d-4034-seam-slippage-60122-090518.pdf
https://www.gabrielfabrics.com/productmedia/q5in3iwe/tonal-abrasion-100k-pilling-4-5-seam-4-light-7-8-rubbing-5-64211-110618.pdf
https://www.gabrielfabrics.com/productmedia/2vfbpunx/tonal-act-astm-d-5034-breaking-force-60122-090518.pdf
https://www.gabrielfabrics.com/productmedia/byhfvz4f/tonal-act-aatcc-15-perspiration-60122-080518.pdf
https://www.gabrielfabrics.com/productmedia/xmmildvf/tonal-pilling-tensile-tear-seam-rubbing-foam-org-solv-persp-water-light-waterspot-dim-wash-stretch-60122-110618.pdf
https://www.gabrielfabrics.com/productmedia/aeuehgby/tonal-en-1021-1-20-22-kg-non-fr-pass-150618.pdf

ACOUSTIC TEST AIR FLOW RESISTANCE
BS EN 1021 1&2 Cigarette and Match 35 kg/m3 CMHR foam

BS 476 Part 7 class 1

DIN EN 13501-1 B-s1,d0(glued)

CATB 117-2013

ASTM E 84 Class 1(Adhered) Adhered

ASTM E 84 Class 1(Unadhered) Unadhered

FLAMMABILITY WITH FLAMERETARDANT TREATMENT

Test Condition

BS 5852 Crib 5 (option flame retardant) 35 kg/m3 CMHR foam

WASH STABILITY

Test Condition
BS EN ISO 6330 6M 60 C PC Flat dry Dimensional Stability to Washing at
60dg.C

VOC EMISSION

Test Condition

Ansi/Bifma VOC test M7.1

RESISTANCE TO BLEACH CLEANING

Test Condition

Internal test according BIFMA HCF 8.1 and  1:10 Sodium Hypochlorite 5,25-6,25%
ACT Method 1

Internal test according BIFMA HCF 8.1 and  1:10 Sodium Hypochlorite 5,25-6,25%
ACT Method 1

MATERIAL SAFETY DATA SHEET
Test Condition

Material Safety Data Sheet

ENVIRONMENTAL DATA
Test Condition

LCA Summary Report

98174

98174-03

21AN1352

3-25917-0

24-002140

3-25917-1

No.

23/61362Q/09/23

No.

98174-02

No.

961098C

No.

No.

No.

08 Jun
2018

08 Jun
2018

25 Jun
2021

08 May
2018

01 Oct
2024

10 May
2018

Date

1 Dec
2024

Date

11 Jun 2018

Date

29 Jan
2021

Date

12 Jul 2024

05 Oct
2020

Date

30 Sep
2021
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06 Nov
2024
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https://www.gabrielfabrics.com/productmedia/dvdc4c15/tonal-en-1021-1-2-35-kg-cmhr-pass-080618.pdf
https://www.gabrielfabrics.com/productmedia/omcbuf1l/tonal-bs-476-7-class-1y-080618.pdf
https://www.gabrielfabrics.com/productmedia/fqlb0hge/tonal-en-13501-b-s1-d0-certificate-250621.pdf
https://www.gabrielfabrics.com/productmedia/sh1nuery/tonal-act-ca-tb-117-2013-60122-080518.pdf
https://www.gabrielfabrics.com/productmedia/erkir1s3/tonal-act-astm-e84-adhered-pass-class-1-011024.pdf
https://www.gabrielfabrics.com/productmedia/xxhnvwpz/tonal-act-astm-e84-class-l-60122-100518.pdf
https://www.gabrielfabrics.com/productmedia/4vkn5puz/tonal-fr-bs-5852-crib-5-35-kg-cmhr-pass-101224.pdf
https://www.gabrielfabrics.com/productmedia/xmmildvf/tonal-pilling-tensile-tear-seam-rubbing-foam-org-solv-persp-water-light-waterspot-dim-wash-stretch-60122-110618.pdf
https://www.gabrielfabrics.com/productmedia/eygdn025/tonal-ansi-bifma-voc-test-m71-certificate-290121.pdf
https://www.gabrielfabrics.com/productmedia/tslnrqqr/bleach-cleaning-tonal-120724.pdf
https://www.gabrielfabrics.com/productmedia/qdfm5hdz/tonal-internal-bleach-cleaning-test-051020.pdf
https://www.gabrielfabrics.com/productmedia/bqojl2ey/tonal_en-300921.pdf
https://www.gabrielfabrics.com/productmedia/o5jbh1mp/lca-summary-report-tonal.pdf

CARE & MAINTENANCE

Wash or dry cleaning P(W).
Tonal is made of polyester which is a material suited for environments with special requirements for cleaning.

Click here for guidance relating to disinfection. Link to Stain Guide...

w A XK

60°C shrinkage max 3.5%



https://www.gabrielfabrics.com/products/care-maintenance/
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